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GENERAL 

The SKYPLUME Technologies SKYPLUMETM Exhaust Stack is designed to safely exhaust laboratory 

effluent well above the roof line. This minimizes the risk of polluted air being drawn back into 

building make-up air intakes without the use of tall exhaust stacks the pollutants are diluted by 

the induction of ambient air into the exhaust stream through a conical windband. This addition 

of air also assists in generating the high plume effect. The stack is constructed of solid FRP. The 

entire inner surface exposed to the corrosive gas stream is complete with a resin-rich corrosion 

barrier consisting of C-Veil and a smooth finish. Exterior surfaces have a heavy UV stabilized 

gel coat finish. 

INSTALLATION 

The stack is designed to fit directly to the discharge flange of the exhaust fan. The stack flange 

should be match drilled to the fan discharge flange. Use stainless steel bolts to secure the stack 

to the fan. 
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WARRANTY 

SKYPLUME Technologies Inc. warrants all their products against defects in workmanship and 

materials for 12 months from the original date of installation, but not greater that 15 months 

from the original date of shipping. If within this warranty period any items prove to be 

defective, the defective part or parts shall be repaired or replaced at SKYPLUME 

Technologies option. Parts not manufactured by SKYPLUME Technologies but installed by 

SKYPLUME Technologies in equipment sold to any customer shall carry the original 

manufacturer’s warranty only. 

Contact SKYPLUME Technologies for prior authorization (PS#) before sending back any 

part(s) or equipment.  Defective part(s) must be shipped to SKYPLUME Technologies with 

a written explanation of the defect. All shipping, duties and tax charges for the defective 

part(s) shall be paid by the customer. SKYPLUME Technologies will not be responsible for 

any special, incidental or subsequent damage arising from these defective parts, 

including the removal and reinstallation of them. This warranty does not cover defects 

due to improper assembly, misuse, alterations, and normal wear and tear. 
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